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PROPOSED LEGEND: ILLINOIS ROUTE 59

\1/ t PORTLAND COMENT CONCRETE PAVEMENT, 10 V4 (JOINTED

AGGREGATE SUBGRADE IMPROVEMENT 127

LONGITUDINAL CONSTRUCTION JOINT GROUTED IM PLACE, NO. & TIE

BAR AT 24" 1OnG, DEFORMED (EPOXY COATED: AT 247 C7S.
GNCLUBED IN THE COST OF THE PROPOSED PAVEMENT)

NO. 6 TIE 84R AT ZA" LONG, DEFORMED {EPOXY COATED AT 24" CTS.

UNCLUDED IN THD GOST OF THE PROPOSED CURR AMD GUTTER

{(18)  RETAINING WALL

COMCRETE MODIAN TYPL 5B-6.24

TOPSOIL FURNISH AMD PLACE, 307

CONCRETE GUTTER, TYPE B

CONCRETE BARRIER WALL {SPECIAL}

SUB~BASE GRANULAR MATERIAL, TYPL 8, 4"

PIPE UNDERDRAINS, FABRIC LIMED TREMCH, 47

RETAINING WALL (ADVANCED CONTRACT BY OTHERD)

COMBINATION CONCRETE CURB & GUTTER, TYPE B-6.24

COMBINATION CONCRETE CURB & GUTTER, TYPE B-6.2

TOPSOIL & (TCPSOIL EXCAvATION AND PLACEMENT)

SCODING, SALT TOLERANT OR SEEDING (AS NOTED OM LANDSCAPE PLAN

SIDEWALK, PORTLAND CEMENT CONCRETE SIDEWALK, 57

SHARED USE PATH, PORTLAND CEMENT CONCRETE SIDEwALK, 5

’\lﬁx GEQTECHNICAL FABRIC FOR GROUND STARILIZATION (SEE NOTE 4

{_ZO’ COMBINATION CONCRETE CURB & QUTTER, TYPE B-4.12 (VARIABLE CURB WIDTH

{21} CONCRETE BARRIER BASE

NOTES

PARAPET RAILING

HOT-MIX ASPHALT STABILIZATION, 5¢

L. SEE CROSS SECTIONS FOR GRADING INFORMATION,

2. CURB AND GUTTER FOR PROPOSED MEDIAN SHALL -BE CONSTRUCTED WITH REVERSE

PITCHED GUTTER,

3. SEE LANDSCAPING PLANS FOR SECEDING AND SOCDING INFORMATION.

4. GEQTECHNICAL FABRIC FOR GROUND STABILIZATION IS PLACED BENEATH AGGREGATE
SUBGRADE IMPROVEMENT 127, EXCEPT IN THE AREA OF LOWGITUDINAL PIPE UNDERDRAINS
WHERE 17 1S LIMITED TQ THE EDGE OF PAVEMENT (SEE PIPE UNDER DRAIN DETANLN

5. SEE PLAT OF HIGHWAYS FOR RIGHT OF WAY INFORMATION.

6. SEE ENLARGE ROADWAY PLAN AT BN.S.F, RAILROAD ROADWAY DETAIL FOR INFORMATION.

i

8, PAVEMENT WIDTH TRANSITION FROM 127 TO 1t7 AT STA.
AND TRANGITION FROM 11' TQ 12" AT STA, 3887+94 TO

. PAVEMENT WIDTH TRANSITION FROM 127 TO it' AT ST4,
AN TRANSITION FROM 110 TO 12 AT STA. 3965+92 TO

3962+35 TO STA. 3963+92:

STA. 3870+19,

3962435 7O $TA. 3963+92;

STA, 3988+62.
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STATE OF ILLINOIS
DEPARTMENT OF TRANSPORTATION

TYPICAL SECTIONS — PROPOSED KLLINOIS ROUTE 58
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338

(112 & 113 WRS-7

DU aGE 1156 51

SCALE: NONE
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5 OF 15 SHEETS | SYA,

10 STA.
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